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SD2216/24I-K Support H.265+/H.265 video compression
Support HDTVI/AHD/CVI/CVBS/IP video input
Max. 24 IP cameras input (up to 6 MP)
Max. 800 m for 1080P and 1200 m for 720P HDTVI signal
transmission
Up to 10TB capacity per HDD

KEY FEATURESMODEL(S) AVAILABLE

ENS SD2216/24I-K features an all-in-one self adaptive 
HDTVI/HDCVI/AHD/CVBS signal input, and up to 24 
channels 6 Megapixels IP cameras input. The long 
distance transmission over UTP and coaxial cable: max. 
800 m for 1080P and 1200 m for 720P HDTVI signal. 
This DVR supports multiple VCA (Video Content Analytics) 
events for both analog and smart IP cameras.
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Video/ Audio Input

Video Compression H.265+ / H.265 / H.264+ / H.264

Analog Video Input

16 Channels

BNC interface (1.0 Vp-p, 75 Ω) (supporting coaxitron 
connection)

HDTVI Input
4MP/3MP/1080P @ 30 fps, 1080P @ 25 fps, 
720P @ 60/50/30/25 fps

AHD Input
4MP/1080P @ 25 fps, 1080P @ 30 fps, 
720P @ 30/25 fps

HDCVI Input
4MP/1080P @ 25 fps, 1080P @ 30 fps, 
720P @ 30/25 fps

CVBS Input PAL/NTSC

IP Video Input

8-ch (up to 24-ch)

Up to 6 MP resolution

Supports H.265+/H.265/H.264+/H.264 IPC

Audio Compression G.711u

Audio Input 4-ch, RCA (2.0 Vp-p, 1 KΩ)

Video/ Audio Output

CVBS Output
1-ch, BNC (1.0 Vp-p, 75 Ω), 
resolution: PAL: 704 × 576, NTSC: 704 × 480

HDMI/VGA Output
HDMI: 1-ch, 4K 3840×2160 / 30 Hz (Max.)
VGA: 1-ch, 1920×1080 / 60 Hz (Max.)

Encoding Resolution

When 1080P lite mode disabled: 4MP lite / 3MP / 
1080P / 720P / WD1 / 4CIF / VGA / CIF

When 1080P lite mode enabled:  4MP lite / 3MP / 
1080P lite / 720P lite / WD1 / 4CIF / VGA / CIF

Frame Rate
(Main Stream)

When 1080P lite mode disabled: 
4MP stream access:   
4MP lite @ 15 fps; 1080P lite/720P/WD1/4CIF/
VGA/CIF @ 25 fps (P) / 30 fps (N)  
3MP stream access: 
3MP/1080P/720P/VGA/WD1/4CIF/CIF @ 15 fps  
2MP(1080P) stream access:   
1080P/720P @ 15 fps; VGA/WD1/4CIF/CIF @ 25 
fps (P) / 30 fps (N)  
720P stream access: 
720P/VGA/WD1/4CIF/CI F@ 25 fps (P) / 30 fps (N) 

When 1080P Lite mode enabled: 
4MP lite/3MP @ 15 fps; 1080P lite/720P lite/VGA/
WD1/4CIF/CIF @ 25 fps (P) / 30 fps (N)

Frame Rate
(Sub-Stream)

WD1/4CIF @ 12 fps; CIF @ 25 fps (P) / 30 fps (N)

Video Bitrate 32 Kbps ~ 6 Mbps

Audio Output 1-ch, RCA (Linear, 1 KΩ)

Audio Bitrate 64 Kbps

Dual Stream Support

Synchronous Playback 16

Storage

SATA 4 SATA interface

Capacity Up to 10TB capacity for each disk

eSATA Support

Network and Interface

Interface 1× RJ-45 (10/100/1000 Mbps) (Self-adaptive Ethernet)

Network Protocol
TCP/IP, PPPoE, DHCP, Hik-Connect, DNS, DDNS, 
NTP, SADP, NFS, iSCSI, UPnP™, HTTPS, ONVIF

Two-Way Talk 1 Channel, RCA ( 2.0 Vp-p, 1 kΩ )

USB Front: 1× USB 2.0 / Rear: 1× USB 3.0

Alarm In/Out -

Remote connection 128

General

Power Supply 12 V DC

Power Consumption ≤ 25 W

Operating Conditions -10°C ~ 55°C (14°F ~ 131°F) / Less than 90% RH

Chassis -

Dimensions 380×320×48 mm (15.0”×12.6”×1.9”)

Weight ≤ 2 kg (4.4 lb), without HDD

Rear Panel

Video In LAN Network Interface

Audio In, RCA Connector RS-485 Serial Interface

Audio Out, RCA Connector 12 V DC Power Input

VGA Interface Power Switch

HDMI Interface GND

USB Interface Video Out

Plainview, NY
50 Commercial St., Plainview, NY 11803
Tel: 516-870-3779

Downtown LA, CA
1113 Venice Blvd., Los Angeles, CA 90015
Tel: 213-218-2260

Miami, FL
1604 NW 84 Ave., Doral, FL 33126
Tel: 786-410-6777

College Point, NY
129-04 14th Ave., College Point, NY 11356
Tel: 718-939-2710

San Francisco, CA
41324 Christy St., San Francisco, CA 94538
Tel: 510-584-9007

Chicago, IL
873 Cambridge Dr., Elk Grove Village, IL 60007
Tel: 847-584-2227

Brooklyn, NY
9017 5th Ave., Brooklyn, NY 11209
Tel: 347-507-5533

Houston, TX
1720 Townhurst Dr., Houston, TX 77043
Tel: 430-702-0999

City of Industry, CA
525 Parriott Pl., City of Industry, CA 91745
Tel: 626-961-8999

Dallas, TX
12901 Valley Branch Ln., Farmers Branch, TX 75234
Tel: 972-996-1600

Physical Interface 


